Ultra Aluminum
Ultra L natulﬂem Juliette & Verona
RAILING Balcony Systems

These Low-Maintenance Balconies are well-designed--to be both strong, and appealing.

Ultra Aluminum™ Juliette and Verona Balconies are made of strong aluminum alloys. Juliette has welded corners,
welded balusters, and welded flanges for a secure connection to the building.Verona uses an assembled railing
panel, which attaches mechanically to two posts, with flanges welded to the back of the posts. Ultra Balconies come
in a variety of powder-coated colors, with a Lifetime Limited Warranty against cracking, chipping or peeling.

_All Components are Low-
Maintenance Ultra Aluminum

Never needs painting

Won't rust, rot,
crack or peel

Sturdily Engineered
- Easy to Install
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Environmentally
Responsible

Ultra Aluminumm™ is proud
to use recycled aluminum
in our products, and

our Powercoat™ coating
process is environmentally
friendly and virtually
pollution-free.

Visit our website for more information and a copy of the warranty.
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Ultra
Lifetime Warranty

Ultra Aluminum™ railing
products are warranted
for life against defects in

workmanship and/or materials.

The Ultra Powercoat™ finish
is guaranteed for life against
cracking, peeling or chipping.

NADRA

Juliette Balcony System

Gloss Black
Textured Black
Gloss Bronze
Textured Bronze
Textured Khaki

Standard Ultra Aluminum Colors
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Premium Color§

Gloss White
Textured White
Gloss Green
Silver (RAL2006)
Gloss Beige

Colors shown represent an approximate comparison and may vary slightly from actual product color.
*Premium Colors are available at an extra charge and may require additional lead times.

Ask your Ultra Representative for details.

Gloss or Textured
Finishes

Our advanced Powercoat™
finish meets AAMA 2604
allowing us to produce a high-
quality, long-lasting finish.

ULTRARAILING.COM
800-656-4420

Ultra and the picket caps logo is a registered trademark of Ultra Aluminum Manufacturing Inc.

Ultra Aluminum

Alloy
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All Ultra Aluminum™ railing
components are extruded from
Ultrum™ 6005-T5 alloy, with a
minimum ultimate strength of
35,000 psi.
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